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Trunnion bracket
C-154

Attachments for hydraulic cylinders
to ISO 6982, ISO 8132 and ISO 8133

TableB500-13/E

The table at side shows the Atos range
of standard rod attachments and
brackets: they are available for each
cylinder bore. See section for possi-
ble combinations.

B500

C - 141 12

Standard
attachment

Bore size/rod
diameter
[mm]

1 MODEL CODE

Rod attachments:

136 = Rod eye spherical
146 = Rod eye spherical
141 = Rod clevis
151 = Rod eye plain
145 = Pivot pin

Brackets:

124 = Clevis bracket straight
134 = Clevis bracket in angle
144 = Eye bracket
154 = Trunnion bracket

Notes:
(*) option H : light male thread, for details see table B137 or B140.
(**) C-136 is also available for rods 110, 140, 180 and 220. See section

12
18 opt.H * NA C-14612 C-14112 C-14512

POSSIBLE COMBINATIONS

25

32

40

50

63

80

100

125

160

200

14
22 opt.H *

18
28 opt.H *

22
36 opt.H *

28
45 opt.H *

36
56 opt.H *

45
70 opt.H *

56
90 opt.H *

70
110 opt.H *

90
140 opt.H *

C-13616

C-13618

C-13622

C-13628

C-13636

C-13645

C-13656

C-13670

C-13690

C-14614

C-14618

C-14622

C-14628

C-14636

C-14645

C-14656

C-14670

C-14690

C-14114

C-14118

C-14122

C-14128

C-14136

C-14145

C-14156

C-14170

C-14190

C-14514

C-14518

C-14522

C-14528

C-14536

C-14545

C-14556

C-14570

C-14590

NA

C-12414

C-12418

C-12422

C-12428

C-12436

C-12445

C-12456

C-12470

C-12490

C-13425

C-13432

C-13440

C-13450

C-13463

C-13480

C-134100

C-134125

C-134160

C-134200

C-15425

C-15432

C-15440

C-15450

C-15463

C-15480

C-154100

C-154125

C-154160

NA

Ø Bore

Rod attachments codes

Ø Rod

C-15112

C-15114

C-15118

C-15122

C-15128

C-15136

C-15145

C-15156

C-15170

C-15190

2

Pivot pin
C-145

Rod eye spherical
C-136 or C-146

Eye bracket
C-144

Clevis bracket in angle
C-134

Rod clevis
C-141

Rod eye plain
C-151

Clevis bracket straight
C-124

www.atos.com
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C-14425

C-14432

C-14440

C-14450

C-14463

C-14480

C-144100

C-144125

C-144160

C-144200

Brackets codes

**



C-14612(1) M10x1,25 15 42 12 20 10 8 16 17 0,12 10,8 17

C-14614(1) M12x1,25 17 48 16 22,5 14 11 20 21 0,22 21,1 28,5

C-14618(1) M14x1,5 19 58 20 27,5 16 13 28 25 0,43 30 42,5

C-14622 M16x1,5 23 68 25 32,5 20 17 31 30 0,67 48 67

C-14628 M20x1,5 29 85 30 40 22 19 35 36 1,25 62 108

C-14636 M27x2 37 105 40 50 28 23 45 45 2,16 100 156

C-14645 M33x2 46 130 50 60 35 30 58 55 3,90 156 245

C-14656 M42x2 57 150 60 80 44 38 68 68 7,15 245 380

C-14670 M48x2 64 185 80 102,5 55 47 82 90 15,00 400 585

C-14690 M64x3 86 240 100 120 70 55 116 110 27,30 610 865

ccooddee KKKK CCEE CCKK CCLL CCMM EEKK EELL EERR LLEE
JS13 H9 h13 A16 f8 max max min

ccooddee KKKK AAWW BB CCAA CCBB CCKK EEMM EERR LLEE
min JS13 max H9 h13 max min

M10x1,25 32 10 24 12 10 29 12 13 0,10 8

M12x1,25 36 12 32 16 12 37 17 19 0,18 12,5

M14x1,5 38 14 40 20 14 45 17 19 0,23 20 

M16x1,5 54 20 60 30 20 66 29 32 0,90 32 

M20x1,5 60 20 60 30 20 66 29 32 0,91 50

M27x2 75 28 80 40 28 87 34 39 1,92 80

M33x2 99 36 100 50 36 107 50 54 4,92 125

M42x2 113 45 120 60 45 129 53 57 6,53 200

M48x2 126 56 140 70 56 149 59 63 10,11 320

M64x3 168 70 160 80 70 169 78 83 19,20 500

C-141 - Rod clevis
to ISO 8133

Note:
pivot pin C-145* is included in the supply

ccooddee KKKK AAXX CCHH CCXX EEFF EENN EEUU LLFF NN
min js13 max max min max

MMaassss
[kg]

MMaaxx llooaadd [kN] ((22))
DDyynnaammiicc     SSttaattiicc

EN
EU

KK

N

CH

LF

CX

AX

EF

C-146 - Rod eye spherical
to ISO 8133

0
-0,008

0
-0,008

0
-0,01

0
-0,01

0
-0,01

0
-0,02

0
-0,012

0
-0,012

0
-0,015

0
-0,015

C-14112
C-14512
C-14114
C-14514
C-14118
C-14518
C-14122
C-14522
C-14128
C-14528
C-14136
C-14536
C-14145
C-14545
C-14156
C-14556
C-14170
C-14570
C-14190
C-14590

0
-0,12

0
-0,12

0
-0,12

0
-0,12

0
-0,12

0
-0,20

0
-0,12

0
-0,12

0
-0,15

0
-0,15

MMaassss
[kg]

MMaaxx llooaadd
ssttaattiicc [kN]

C-15112 M10x1,25 14 18 32 18 10 12 12 13 0,08 8

C-15114 M12x1,25 16 22 36 22 12 16 17 19 0,15 12,5

C-15118 M14x1,5 18 25 38 20 14 20 17 19 0,22 20

C-15122 M16x1,5 22 35 54 30 20 30 29 32 0,50 32

C-15128 M20x1,5 28 40 60 30 20 30 29 32 1,10 50

C-15136 M27x2 36 50 75 40 28 40 34 39 1,50 80

C-15145 M33x2 45 70 99 50 36 50 50 54 2,50 125

C-15156 M42x2 56 100 113 65 45 60 53 57 4,20 200     

C-15170 M48x2 63 116 126 90 56 70 59 63 11,80 320

C-15190 M64x3 85 160 168 110 70 80 78 83 17,00 500

EM

KK

CBB

CK

CA

LE
AW

ER

MMaassss
[kg]

MMaaxx llooaadd
ssttaattiicc [kN]C-151 - Rod eye plain

to ISO 8133

DIMENSIONS [mm]3

C-145 - Pivot pin

C-13616 (1) M12x1,25 17 16 32 11 38 12 12 54 17 32 0,11 10,8 24,5

C-13618 M14x1,5 19 21 40 13 44 16 16 64 19 40 0,20 17,6 36,5

C-13622 M16x1,5 23 25 47 17 52 20 20 75 23 47 0,35 30 48

C-13628 M20x1,5 29 30 58 22 65 25 25 96 29 54 0,62 48 78

C-13636 M27x2 37 38 71 28 80 32 32 118 37 66 1,15 67 114

C-13645 M33x2 46 47 90 33 97 40 40 146 46 80 2,18 100 204

C-13656 M42x2 57 58 109 41 120 50 50 179 57 96 3,96 156 310

C-13670 M48x2 64 70 136 53 140 63 63 211 64 114 6,80 255 430

C-13690 M64x3 86 90 170 67 180 80 80 270 86 148 13,00 400 695

C-13690A M72x3 91 100 185 72 195 90 90 296 91 160 19,10 490 750

C-136110 M80x3 96 110 211 85 210 100 100 322 96 178 25,00 610 1.060

C-136110A M90x3 106 125 235 88 235 110 110 364 106 190 32,00 655 1.200

C-136140 M100x3 113 135 265 103 260 125 125 405 113 200 46,00 950 1.430

C-136180 M125x4 126 165 326 130 310 160 160 488 126 250 82,50 1.370 2.200

C-136220 M160x4 161 215 418 162 390 200 200 620 161 320 168,00 2.120 3.650

ccooddee KKKK AAXX       BB CC CCBB CCHH CCNN EENN HH LLFF NNCC
min max max max js13 H7 h7 min

MMaassss
[kg]

MMaaxx llooaadd [kN] ((22))
DDyynnaammiicc     SSttaattiicc    

EN

CB

KK

B

NC

C

LF

CH

H

AX

CN

C-136 - Rod eye spherical
to ISO 6982 and 8132

CL

CM

KK

ELCE

LE

CK

ER

EK
Note:
(1) This attachment does not include the greaser because it is selflubricated
(2) Dynamic loads has to be considered when the cylinders work with oscillatory
motions or push-pull loads in high frequencies

Note:
(1) This attachment does not include the greaser because it is selflubricated
(2) Dynamic loads has to be considered when the cylinders work with oscillatory
motions or push-pull loads in high frequencies



C-12414 12 28 12 34 9 22 12 20 50 40 70 0,31 8

C-12418 16 36 16 40 11 27 16 26 65 50 90 0,59 12,5

C-12422 20 45 20 45 11 30 20 32 75 58 98 0,9 20

C-12428 25 56 25 55 13,5 37 25 40 85 70 113 1,6 32

C-12436 32 70 32 65 17,5 43 32 50 110 85 143 2,8 50

C-12445 40 90 40 76 22 52 40 65 130 108 170 5,0 80

C-12456 50 110 50 95 26 65 50 80 170 130 220 10,1 125

C-12470 63 140 63 112 33 75 63 100 210 160 270 15,4 200

C-12490 80 170 80 140 39 95 80 125 250 210 320 30,0 320

C-12490A 90 190 90 160 45 108 90 140 290 230 370 35,0 400

ccooddee CCKK CCLL CCMM FFLL HHBB LLEE MMRR RRCC TTBB UUDD UUHH
H9 h16 A12 JS12 H13 min max JS14 JS14 max max

MMaassss
[kg]

MMaaxx llooaadd
ssttaattiicc [kN]

CL

CM

RC

UD

HB

TB

UH

LE

FL

CK

MR

C-124 - Clevis bracket straight
to ISO 8132

C-15425 12 10 25 34 49 8 9 3,3 17 40 63 0,46 8

C-15432 16 16 30 40 59 10 11 4,3 21 50 80 0,83 12,5  

C-15440 20 16 38 45 69 10 11 4,3 21 60 90 1,21 20

C-15450 25 25 45 55 80 12 13,5 5,4 26 80 110 2,15 32  

C-15463 32 25 52 65 100 15 17,5 5,4 33 110 150 4,63 50

C-15480 40 36 60 76 120 16 22 8,4 41 125 170 7,78 80

C-154100 50 36 75 95 140 20 26 8,4 51 160 210 14,3 125

C-154125 63 50 85 112 177 25 33 11,4 61 200 265 23,4 200

C-154160 80 50 112 140 220 31 39 11,4 81 250 325 53,1 320

C-154200 90 63 145 160 250 40 45 12,4 91 265 345 58,3 385

ccooddee CCRR CCOO FFHH FFKK FFNN FFSS HHBB KKCC NNHH TTHH UULL
H7 N9 max JS12 max H16 H13 0/+0,3 max js14 max

MMaassss
[kg]

MMaaxx llooaadd
ssttaattiicc [kN]

C-13425 12 10 10 30 40 16 46 9 3,3 28 29 56 55 12 40 75 60 0,52 8

C-13432 16 14 16 40 50 18 61 11 4,3 37 38 74 70 16 55 95 80 1,05 12,5

C-13440 20 16 16 50 55 20 64 13,5 4,3 39 40 80 85 20 58 120 90 1,72 20

C-13450 25 20 25 60 65 22 78 15,5 5,4 48 49 98 100 25 70 140 110 2,72 32

C-13463 30 22 25 70 85 24 97 17,5 5,4 62 63 120 115 30 90 160 135 5,15 50

C-13480 40 28 36 80 100 24 123 22 8,4 72 73 148 135 40 120 190 170 9,3 80

C-134100 50 35 36 100 125 35 155 30 8,4 90 92 190 170 50 145 240 215 18,3 125

C-134125 60 44 50 120 150 35 187 39 11,4 108 110 225 200 60 185 270 260 35 200

C-134160 80 55 50 160 190 35 255 45 11,4 140 142 295 240 80 260 320 340 63 320

C-134200 100 70 63 200 210 35 285 48 12,4 150 152 335 300 100 300 400 400 109 500

ccooddee CCFF CCGG CCOO CCPP FFMM FFOO GGLL HHBB KKCC LLGG LLJJ LLOO RREE SSRR TTAA UUJJ UUKK
K7 +0,1/+0,3 H9 h14 js11 JS13 H16 min max js13 max js13 max

MMaassss
[[kkgg]]

MMaaxx llooaadd
ssttaattiicc[kN]

LO

UK

GL
TA

HBCOFO RE
UJ

CP
CG

CF

LGLJ

FM

KC

SR

C-134 - Clevis bracket in angle
to ISO 8133

ccooddee CCKK AAAA EE EEMM FFLL HHBB LLEE MMRR RR
H8 max h13 js14 H13 min max js14

C-14425 10 40 40 12 23 5,5 13 12 28,3 0,30 8

C-14432 12 47 45 16 29 6,6 19 17 33,2 0,45 12

C-14440 14 59 63 20 29 9 19 17 41,7 0,90 20

C-14450 20 74 75 30 48 13,5 32 29 52,3 1,30 32

C-14463 20 91 90 30 48 13,5 32 29 64,3 1,90 50

C-14480 28 117 115 40 58 17,5 39 34 82,7 4,00 80

C-144100 36 137 130 50 79 17,5 54 50 96,9 6,25 125 

C-144125 45 178 165 60 87 24 57 53 125,9 11,40 200

C-144160 56 219 205 70 103 30 63 59 154,9 20,80 320

C-144200 70 269 245 80 132 33 82 78 190,2 38,80 500

MMaassss
[kg]

MMaaxx llooaadd
ssttaattiicc [kN]C-144 - Eye bracket

to ISO 8133

B500

FL

LEEM

CK

R

R

E R

HB

AA

MR

Note:
pivot pin C-145* is included in the supply

Note:
pivot pin C-145* is included in the supply

UL

TH
CO

NH
FS

FN
CR

FH FK

KC

HB

C-154 - Trunnion bracket (for cylinders whit mounting styles G,H and L)
to ISO 8132

Note:
The code includes two trunnion brackets



EXAMPLES OF ATTACHMENTS4

CK - mounting style C with attachments C-144 and C-136 CK - mounting style L with attachments C-141 and C-154

CH - mounting style P with attachment C-141CH - mounting style S with attachments C-136 and C-134

CC - mounting style A with attachment C-141

CN - mounting style S with attachments C-124 and C-136 CN - mounting style E with attachment C-146

CC - mounting style L with attachments C-146 and C-154
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